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Features
= 9V Battery Operated

< Four buttons and four independent dry contacts
(can be 4 analog inputs also)

« PC Programmable

« Works with all LRS pagers
- Rechargeable
- Battery Operated (Vibration only and numeric)
- 4-Line Alphanumeric

= Reprograms any LRS pager number
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= Low Battery Indicator

« On/Off time programmable (you tell it what time to stay active)

Benefits:

< Monitors such things as:
- Doors opening and closing
- Doorbells being pressed (silent doorbell)
- Machine failures or “out of stock” conditions
- Equipment failures or any sensor

= Enhance your customer service
- Instant manager paging
- Customer push button paging (when they need service)

Industries Served Also works with our

« Assisted Living Centers alpha numeric

« Manufacturing Facilities pager
« Dressing Room Paging
» Hardware stores
= Doctor’s offices

« Restaurant back door monitoring

Specifications

Frequency: 467.750 MHz

Output Power: .1 watt

Range: .25 miles

Modulation: AM, FM, On/Off Keying

Contacts: Programmable Normally Open, Normally Closed, Analog Inputs

Analog Limits: 5V, 100mV steps, rising/falling threshold

Long Range Systems, Inc. Current Consumption: <10uA standby, 125mA transmitting
9855 Chartwell Dr. - Dallas, TX 75243

800.437.4996  www.pager.net Input Voltage: 8-16V DC




